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CONCRETE ANCHORS FOR PIPES ON STEEP GRADES
(CONCRETE ANCHORS TO BE SET AT JOINTS AS SHOWN):

PROVIDE NO ANCHORS ON GRADES LESS THAN 20% UNLESS NOTED
PROVIDE ANCHORS AT MAX. 36" C TO C ON GRADES BETWEEN 20%
PROVIDE ANCHORS AT MAX. 24’ C TO C ON GRADES BETWEEN 35%
PROVIDE ANCHORS AT MAX. 16" C TO C ON GRADES BETWEEN 50%

AND UP TO 35%
AND UP TO 50%
AND /0%

1. FOR CONDITIONS OTHER THAN SHOWN HEREIN ANCHORS SHALL BE

PROVIDED AS REQUIRED BY THE CONTRACT PLANS OR ORDERED
IN THE FIELD BY THE OWNER’'S REPRESENTATIVE

2. FULL LENGTHS OF PIPE SHALL BE USED. PIPE SHALL BE CUT TO
MEET THE C/C ANCHOR PLACEMENT REQUIREMENTS. MINIMUM LENGTH
OF CUT PIPE SHALL BE 6.

3. EXCAVATE BEYOND TRENCH WIDTH AND DEPTH AS SHOWN ABOVE
AND POUR CONCRETE AGAINST UNDISTURBED EARTH

4. 4000 PSI AIR—ENTRAINED CONCRETE
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