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FILLET "FORWARD” EDGES RUBBER CASING END SEAL
OF SKIDS THAT SLIDE AGAINST OR MORTAR BULKHEAD
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PLAN
NOTES:

. ALL DIMENSIONS ARE TYPICAL/MINIMUM UNLESS OTHERWISE SPECIFIED.

N

2. SKIDS MAY BE CONTINUOUS AND SHALL HAVE MINIMUM HEIGHT TO
CLEAR ALL PIPE BELLS.

3. INSTALL CARRIER PIPE WITHIN CASING PIPE BY PUSHING AND/OR PULLING.
PROTECT CARRIER PIPE AS PER MANUFACTURER'S RECOMMENDATION.

4. LUBRICATE BETWEEN WOOD SKIDS AND CASING PIPE USING FLAX SOAP,
DRILLING MUD, OR OTHER OWNER APPROVED MATERIAL.
DO NOT USE PETROLEUM LUBRICANTS.

5. METHOD OF INSTALLATION, CASING PIPE SIZE, NUMBER AND SIZE OF
SKIDS, SKID ANGLE, SKID SPACING AND GROUTING PRESSURE SHALL BE
DETERMINED IN FIELD AS PER THE RECOMMENDATIONS OF THE
MANUFACTURER SUPPLYING THE CARRIER PIPE UNLESS OTHERWISE SPECIFIED.

—— 137 SPACE BETWEEN CASING
PIPE AND TOP OF SAND OR

IF REQUIRED BY GROUT

GOVERNING AUTHORITY

FILL VOIDS BETWEEN
CASING PIPE AND CARRIER
PIPE WITH SAND OR GROUT
PER SPECIFICATIONS, FOR

STEEL CASING PIPE

C-0801-11X8A

STD:

MAXIMUM GROUTING PRESSURE AS
SEE NOTE NO. 5. IT MAY BE CARRIER PIPE SPECIFIED
NECESSARY TO PROVIDE
TEMPORARY VENT IN BULKHEAD STAINLESS STEEL BAND
FOR FILLING PROCEDURES. 1”7 WIDE MIN.
WOOD SKIDS
PROVIDE SLOTS FOR PRESSURE TREATED AND
STAINLESS STEEL BANDS SKID ANGLE TO FIT. SEE NOTE NO. 5 FOR
SEE NOTE NO. 5 NUMBER OF SKIDS REQUIRED.
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