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AND COVER
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1.  SEE OTHER MANHOLE

     DRAWINGS FOR MANHOLE

     DETAILS

NOTES:

MACHINE CORE.

INSTALL AUTHORITY

APPROVED PIPE TO M.H.

FLEXIBLE CONNECTOR.

PROPOSED

SANITARY

SEWER

CONCRETE LANDING

EXTEND TO VIRGIN

GROUND +5'

2 REBAR - #4 @ 4"

MIN. 8" PVC

STANDING

VERTICALLY ON

EXTENDED BASE -

FILLED WITH

CONCRETE.

SUPPORT AND ANCHOR

1 - 90° BEND WITH CONCRETE.

DROP PIPE AND BEND SHALL

BE PVC PIPE CONFORMING TO

ASTM D 3034,  SDR 35.

COMPACTED,

CRUSHED, STONE

LEVELING COURSE

FORM FULL DEPTH

CONCRETE CHANNEL

RELINER STAINLESS

STEEL STRAPS

SECURED TO

STRUCTURE WITH

STAINLESS STEEL

FASTENERS AT 4'

INTERVALS (MIN OF 2)

AUTHORITY

APPROVED NEOPRENE

CONNECTING SLEEVE

WITH TWO STAINLESS

STEEL BANDS

INSTALL FORCE MAIN

HOOD AT THE

DIRECTION OF THE

AUTHORITY

INSIDE DROP

CONNECTION

FOR 6", 8" 10, AND

12" PVC PIPE USING

DROP BOWL
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