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MANHOLE FRAME & COVER (AS SPECIFIED)

ADJUST TO GRADE WITH  MAX. OF TWO

PRECAST CONCRETE GRADE RINGS.

APPPROVED BY THE ENGINEER.

JOINTS SHALL BE EQUIPPED WITH

FLEXIBLE BUTYL RESIN SEALANT. ONE

RING PLACED INSIDE AND ONE RING

PLACED OUTSIDE AT ALL MANHOLE

BARREL JOINTS AND TWO RINGS AT

MANHOLE FRAME & COVER.

1. PRECAST CONCRETE

    MANHOLE SECTIONS

    SHALL CONFORM TO

    ASTMC478, LATEST

    REVISION.

MANHOLE SLAB TOP TO

BE DESIGNED TO MEET

LOAD CONDITIONS

JOINTS SHALL BE

EQUIPPED WITH FLEXIBLE

BUTYL RESIN SEALANT.

ONE RING PLACED INSIDE

AND ONE RING PLACED

OUTSIDE AT ALL MANHOLE

BARREL JOINTS.

MANHOLE FRAME

& COVER (AS SPECIFIED)

IF THIS

DIMENSION IS

LESS THAN 5'-0"

USE A PRECAST

CONCRETE SLAB

ON TOP AS

SHOWN BELOW

*

*

LADDER BARS

(AS SPECIFIED)

FIELD-FORMED

CHANNEL FULL

PIPE DEPTH

TRENCH M.H.

SLOPE BENCH

AT 1/4" FT

WATERPROOF EXTERIOR

SURFACE WITH TWO

COATS BITUMASTIC

MATERIAL OR COAL TAR

SOLUTION. 8 MILS PER

COAT. (TYPICAL AT ALL

EXTERIOR SECTIONS

5. SUPPLIERS OF THE

PRECAST CONC. M.H.

SECTIONS MUST BE

LISTED AS AN

APPROVED

MANUFACTURER IN

PUBLICATION #35

BULLETIN #15

APPROVED CONST.

MATERIALS AS

PROVIDED BY THE

COMMONWEALTH OF

PA. DEPT. OF

TRANSPORTATION

BUREAU OF

CONSTRUCTION

AND MATERIALS

AUTHORITY

APPROVED PIPE

TO MANHOLE

CONNECTOR

3/4" S.S. ANCHOR

BOLTS 6" INTO

CONCRETE (4 REQUIRED)

POLYPRO-

PYLENE

PLASTIC

M.H. STEP

SEE DET.

(SD-2-O22)

2. NO LIFTING

    HOLES ALLOWED

3. MANHOLES

    EXCEEDING DEPTHS

    OF 25 FEET SHALL

    HAVE 60 INCH

    DIAMETER BARREL.

4. EXTENDED BASE

SLAB POURED

MONOLITHICALLY

    WITH WALLS.

48" DIA.
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