
MANHOLE FRAME

AND COVER

(AS SPECIFIED)

1'-0" MAXIMUM ADJUSTMENT

TO GRADE WITH PRECAST

GRADE RINGS APPROVED

BY THE ENGINEER

JOINTS SHALL BE

SEALED WITH JOINT

SEALANT APPROVED

BY THE ENGINEER

FABRICATED ALUMINUM

GRATING EVERY 8'

DESIGNED TO FIT INNER

LIP OF PRECAST CONCRETE

SECTION. (SEE DETAIL MH4)

FINISHED GRADE

PRECAST MANHOLE

SECTIONS SHALL CONFORM

TO ASTM-C478

60" DIA.

JOINTS SHALL BE

EQUIPPED WITH FLEXIBLE

BUYTL RUBBER JOINT

SEALANT AND KENT SEAL

AND BE PROTECTED

AGAINST LEAKGAGE BY

APPLYING WATER - PROOF

MATERIAL TO THE OUTSIDE

PRECAST CONCRETE BASE

SECTION

COMPACTED,

CRUSHED, STONE

LEVELING COURSE

6'-0"

VARIES

NOTES:

1. LIFTING HOLES NOT

        PERMITTED

2. SUPPLIERS OF THE PRECAST

        CONCRETE MANHOLE SECTIONS

        MUST BE LISTED AS AN

        APPROVED MANUFACTURER IN

        PUBLICATION NO. 35 MOST

        CURRENT BULLETON

        NO. 15. APPROVED CONSTRUCTION

        MATERIALS AS APPROVED BY

        THE COMMONWEALTH OF PA.

        DEPARTMENT OF TRANSPORTATION

        BUREAU OF CONSTRUCTION AND

        MATERIALS.

LADDER BARS SHALL

BE GRAY IRON 0R

ENCAPSULATED PLASTIC

12" O.C.

AUTHORITY APPROVED

PIPE TO MANHOLE

CONNECTOR

Sheet No.

Order No.

Drawing No.

KLH
ENGINEERS, INC

5173 Campbells Run Road

Pittsburgh, Pa 15205

Phone: 412-494-0510 - Fax: 412-494-0426

info@klhengineers.com

McCANDLESS TOWNSHIP SANITARY AUTHORITY

ALLEGHENY COUNTY, PENNSYLVANIA

PRECAST CONCRETE MANHOLE FOR DEEP SEWER INSTALLATIONS

(GREATER THAN 25 FEET DEEP)
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