
ALUMINUM GRATING

MIN. UNIFORM SAFE LOAD 300 1 S.F.

MAX. DEFLECTION 1/160 SPAN

MAX. ALLOWABLE FIBER STRESS = 12.000 P.S.I.

TYPE B-3 H.J. THELEN BRONZE CO. (ZELIEONOPLE, PA.)

WASHINGTON ALUMINUM CO. (BALTIMORE MARYLAND)

OR EQUAL

1/4" MIN. THICKNESS WELDED

ALUMINUM SHAPE

APPROXIMATE DIMENSION 2"

LADDER BARS

ALUMINUM

REINFORCEMENT

24" x 24" MINIMUM OPENING

WITH HINGED COVER, IN

LINE WITH DIRECTION OFF

FLOW THROUGH MANHOLE.

(COVER TO BE ALUMINUM)

NOTES:

1. ALL ALUMINUM SURFACES THAT ARE IN CONTACT WITH CONCRETE SHALL

         BE PAINTED WITH TWO (2) COATS OF HEAVY BITUMASTIC PAINT.

2. METHODS OF ANCHORING GRATING ASSEMBLY TO MANHOLE WALL VIA.

         ANCHOR BOLTS SHALL BE UNACCEPTABLE.

3. GALVANIZED STEEL GRATING AND / OR SUPPORTS SHALL BE

         UNACCEPTABLE.
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