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2"x 1 1/4" SCH.
80 PVC BUSHING
AND 1 1/4" SCH.
80 PVC STREET
ELBOW

48" PRECAST
CONCRETE MANHOLE

2" SCH. 80 PVC F.M. STAINLESS STEEL

VALVE CURB STOP
WITH INTEGRAL
CHECK VALVE
WITH 1 1/4"
FEMALE THREADS

1 1/4" SCH. 80 PVC
LENGTH AS REQUIRED

MANHOLE STEPS
1 1/4" SCH. 80 PVC

EXTEND 5° BEYOND

27" MANHOLE COVER MANHOLE W / CAP

WITH MTSA (SHOWN
REFLECTED)

ADJUST TOP OF COVER
JORDAN IRON WORKS SECTION PLAN ELEVATION WITH MAXIMUM OF
MANHOLE COVER. MUST 2 PRECAST CONC. M.H. GRADE
BEAR WORDS "MTSA". 27DIA. RINGS W / 2 CONTINUOUS
SHALL BE BOLTED W/2 BEADS OF KENT SEAL OR EQ.
CONTINUOUS BEADS OF BETWEEN PRECAST CONCRETE.
KENT SEAL OR EQUAL
BETWEEN FRAME AND y 3/4" DIA. THREADED

PRECAST CONCRETE. INSERT. COORDINATE
LOCATION WITH
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S g?m';:';i?r"és"' ‘ MAIN THROUGH CHAMBER AND
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§ MANHOLE \ | INSTALL WATER TIGHT CAP
§ | == GRrouT 1 2. COIL 4' MINIMUM LENGTH OF
E LATERAL - FILL TRACER WIRE INSIDE MANHOLE.
_E CONNECTION 1 a 2 SLOI‘.'E To TRACER WIRE SHALL ENTER
< AT WYE ! LOW POINT ! UNDER THE MANHOLE COVER
: ' ! FRAME.
2" SCH. 80 PVC 4 —
FORCE MAIN 3. ENSURE ALL COMPONENTS
TO EXISTING ARE ACCESSIBLE FOR
MANHOLE : MAINTENANCE.
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6" SQ. CONCRETE 6" MINIMUM FIRST CLASS
PIPE SUPPORT BEDDING
LATERAL CONNECTION VAULT
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